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	Zip Hydro Boil / Zip Tap
	SOP Number:
	RA Number:

	
	033SOP
	097RA

	DO NOT use / operate / this equipment or complete the task unless you have been trained.

	POTENTIAL RISKS:   Sprains / Strains; Electric Shock; Burns; Fractures
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	PRE-OPERATIONAL SAFETY 
1. Check all parts and cords for any damage before use.



	OPERATIONAL SAFETY CHECKS
Zip Hydro Boil

1. Complete a visual inspection of the equipment, looking for leakages, damage to the tap / casing.
2. Clean up any water spillage immediately.

3. For instant boiling water, gently pull the top of the tap forward.  Boiling water will flow until the tap handle is released. This operation gives fingertip flow control for safe filling of cups and mugs.

4. To fill larger vessels such as teapots and saucepans, rotate the tap 180º and depress it until it locks into a horizontal position. Boiling water will flow until the tap is returned to its normal vertical position.  This operation allows the vessel to be filled without holding your hand where it may be affected by steam

5. Ensure Zip Hydro Boil is on a maintenance schedule and regularly serviced.
Zip Tap.

1. Complete a visual inspection of the tap, looking for leakages, and damage to the taps.
2. Clean up any water spillage immediately.
3. Press both the red lever and the “safety” button at the same time for access to boiling water.

4. Press the blue leaver to dispense chilled water.
5. Ensure tap is maintained in good working order.

	HOUSEKEEPING
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